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1 System requirements

Minimum requirement

CPU: i3 series and above

Memory: 4GB or above

Hard disk: 50GB or more free space

Operating system: Windows XP/Win7/Win8/Win10

2 Device introductions

2.1 Host parts instructions

camera )
Horizontal Rod  --------- E
LED filling light
flexible Rod ------------4 L

Vertical Rod ------------1 e

LED filling touch control switc




2.2 Interface introductions

Type-C interface Type-A (USB
interface)

Type-B (connect to
computer)

2.3 Installation instructions
2.3.1 Place the scanner on the corresponding position of the soft mat
2.3.2 Connect the scanner to the computer with USB cable. (Please check the interfaces introductions)
2.3.3 Install the software to the computer

Packing list: Document scanner, USB cable, A4 soft mat



3 Software installation

Please note: Please download the software from http://baoshareelectronics.com/BAOSHARE_V1.06.exe
to computer before installation.

3.1 Double-click the Software installation package, when the following dialog box pops up, please choose the
desired language the user would prefer to install the software in.

Select Setup Language X
Jd Select the language to use during the
; installation:
English ~

arabic
Deutsch

Portugués (Portugal)
Thai

3.2 Click [Next] .

¥Yelcome to the BAOSHARE Setup ¥izard
This wil install BAOSHARE version V1.03 on your computer.

It is recormmended that you close all other applications before
continuing.

Click Next to continue, or Cancel to exit Setup.

3.3 Custom installation path interface. For the default installation path, please click [Next] ; If the user needs to
customize the installation path, the user can click the browse button, and the path selection menu will appear.
After selecting the path, click [OK] , and the target folder will be changed to the path set by the user. After
confirmation, click [Next] to continue the software installation.



Select Destination Location
Where should BAOSHARE be installed?

Setup wil instzll BAOSHARE into the following folder.

To continue, click Next. If you would like to select a different folder, click Browse.

| C:\Program Files\BAOSHARE Browse...

At least 1,257.2 MB of free disk space is required.

3.4 Select the Start menu folder interface and create a shortcut in the Start menu folder. If you need to change the
path, click [Browse] , and click [Next] after setting.

Select Start Menu Folder
Where should Setup place the program's shortcuts?

wJ Setup will create the program'’s shortcuts in the folowing Start Menu folder.

To continue, click Mext. If you would like to select a different folder, click Browse.

[BADSHARE Browse...

3.5 Select the additional task page to create a desktop shortcut according to the user’s needs and select
[Next] .
i

Select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform whie instaling BAOSHARE,
then click Next.

Create a desktop icon

3.6 Prepare the installation interface, which can confirm the values set in the above steps. If it needs to be
modified, select the previous step to modify, and then click [Install] to install the software.



ﬁl Setup - BAOSHARE

Ready to Install
Setup is now ready to begin instaling BAOSHARE on your computer.

Click Install to continue with the instalation, or click Back if you want to review or
change any settings.

Destination location:
C:\Program Files\BAOSHARE

Start Menu folder:
BAOSHARE

Additional tasks:
Create a desktop icon

< Back || Install || Cancel

ﬁ! Setup - BAOSHARE

Installing
Please wait whie Setup installs BAOSHARE on your computer.

Extracting files...
C:\Program Files\BAOSHARE\Engine\Bin\DL1501P2KLib.dll

Cancel

(If the computer operating system is Windows 7 or below, then it will prompt to install the ffdshow2 on the
computer; If the computer operating system is Windows 10, then it won’t prompt to install this fidshow?2.)

1. Pops out installation interface ffdshow2, please click [Next] .

ffdshow?2

This will install ffdshow on your computer.

Itis recommended that you close all other applications before
continuing.

Click Next to continue, or Cancel to exit Setup.

[ mext> | [ cancel

2) Click [Next]



3) Click [Next]

i3 Setup - fidshow2

Select Components
Which components should be installed?

(@)

Select the components you want to install; dear the components you do not want to
install. Click Next when you are ready to continue,

DirectShow:

video decoder
audio decoder

[ xva video decoder
raw video processor
raw audio processor
VFW interface

| [ Application plugins:

- [] Avisynth

. [7] virtualbub

»

m

Current selection requires at least 13.0 MB of disk space.

<Back || Next> | [ cCancel

15! Setup - ffdshow2

Speaker Setup

Select the speaker setup below that is most similar to the configuration on your
computer, You can change it using "Mixer ™ settings after installation.

@)

Speaker setup:

(71 1.0 (mono)

(7 2.0 (Head phone)
2.0 (steren)

() 3.0 (front 3ch)
() 4.1 (guadro + subwoofer)

(71 5.0 (front 3ch + rear 2ch)

(") 5.1 (front 3ch + rear 2ch + subwoofer)

() 7.1 (front 3ch + side 2ch + rear 2ch + subwoofer)
() Disable Mixer

<gack || mext> | [ cancel

4) Click [Install]

15 Setup - ffdshow2

Ready to Install
Setup is now ready to begin installing ffdshow2 on your computer,

(@)

Click Install to continue with the installation, or dick Back if you want to review or
change any settings.

Setup type:

Mormal

Selected components:
DirectShow:
video decoder
zudio decoder
raw video processor
raw audio processor
VFW interface

<Back || Instal




15 Setup - fidshow2

Installing
Please wait while Setup installs ffdshow2 on your computer. 5

Extracting files...
C:'\Program Files (x86)\ffdshow2Yanguages\ffdshow. 1026.bg

i Cancel |

If the user has any additional safe software that requires operation privileges, please allow the installation of this
software.

5) Click [Finish] , installation is finished.

ﬂ! Setup - fidshow2 L=l

e |

Completing the ffdshow?2 Setup
Wizard

Setup has finished installing ffdshow2 on your computer. The
application may be launched by selecting the installed icons.
Click Finish to exit Setup.

[7] Run audio decoder configuration

[] Run video decoder configuration
[] Run VFW configuration

6) Click [Finish] , finish the installation. (Default does not run the software)

o
3.7 Select BAOSHARE and click [Finish] , the software will run automatically.



Completing the BAOSHARE Setup Wizard

Setup has finished instaling BAOSHARE on your computer. The
application may be lunched by selecting the installed icons.

Click Finish to exit Setup.

[ serial port
BAOSHARE



4 Software uninstall

4.1 Uninstall the software through the control panel, select the corresponding software and uninstall it.

5 Software interface introductions

5.1 Open the software
NOTE: Before opening the software, please confirm that the scanner is connected with the computer by the
cable.

i i! !-1:-‘;H.f-|’.'r :

Double-click the icon on the desktop of computer to open the software.
5.2 The basic interface of the software is shown in the figure below, which is mainly divided into five regions.
Location 1 is the functional area
Location 2 is the auxiliary functional area
Location 3 is the preview area
Location 4 is the device information area
Location 5 is the output file list area
The interface of each functional module will be different. The following contents are respectively introduced.

Cartificates Barcode Sattings

Yauth is ot & time of e, it is & state of mind, it is not a matter of
rosy chesks, red lips and suppie knees. Itis a matter of the will, quality
of the imagination, vigor of the ematians; it is the freshness of the deep
springs of ffe.

Youth means a temperamental predominance of courage over
timidity, of the appetite for adventure over the iove of ease. This often
axists in a man of 60 mare than a bay of 20, Nobody grows oid merely
by a number of years.We grow oid by deserting our ideals.

Years may wrinkie the skin, but (o give up enthusiasm wrinkies the
soul. Worry, fear, sell distrust biows the heart and tums the spirt back
to dust.

\Whether 60 0 16, there i in-every human being's heart the unfalling
child like appetite of what's next and the joy of the game of living, In the
eenter of your heart and my heart there (s a wirsless station. so long as
it receives message of beauly, hope, cheer, courage and power from

fmen and from the Infrite, 50 long are you young.

\When the aerials are down, and your Spift is covered with snows of

cyniciem and the ice of pessimis, then you are grown old, even at 20,

but as long as your aenals are up, to catch waves of oplimism, there is

hope you may die young at 80
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6 Software function introductions

6.1 Software introduction Notes
6.1.1 The software function icon is highlighted to indicate that this function is available.The icon gray
indicates that this function is not available
6.1.2 There are the same functions under each functional module of the software. When introducing the
functions under each module, choose to introduce the new functions
6.1.3 Default saving of all function Settings of the software (for example, after selecting the "Automatic crop”
function, restart the software to choose the previous automatic crop mode by default)

6.2 Functional area introductions
6.2.1 Documents

Documents Certificates Barcode Video ] Settings

Crop mode | Mo crop Trimming Fect | ment optimization ~ | Pref

Name | Date and time - |

6.2.1.1 Crop Mode (no crop by default)
Click the drop down menu next to “Crop Mode” to choose "No crop", "Automatic crop"”, and "Manual crop"”
6.2.1.2 Pages
Click the drop down menu next to “Pages” to choose "Single-page" or "Multi-page”
Single-page: Capture directly to create a single page file output
Multi-page: Multi-page capture is only valid if "Output Format" is "Image PDF", "Txt", "Word", "Excel" or "Text
PDF". Before choosing multi-page capture, "Output Format" should be changed to "Image PDF", "Txt",
"Word", "Excel" or "Text PDF".
6.2.1.3 Scan Mode
Click the drop down menu next to “Scan Mode” to choose "Automatic" or "Manual"

Manual: The user will need to click “Capture” manually

Automatic: Click “Start capture”, the software can detect the automatically detect the action of changing
the captured file. When the picture is stable, the software will countdown to "3", "2" and "1" will be displayed,
and then automatically captured
6.2.1.4 Trimming
Automatically fill the area outside the captured file with white (generally with the output effect - optimize the
use of the document, output the white background effect, keep the color)
6.2.1.5 Effect

Original color

Grey scale

Binarization

Document optimization: White background (generally used with intelligent trimming)
6.2.1.6 Format
Click the drop down menu next to “Format” to choose JPG / BMP /PNG / TIF / Image PDF
6.2.1.7 Language
This function is for OCR. If "Output Format" is "Image PDF", "Txt", "Word", "Excel" or "Text PDF", please
select the language that corresponds to the file you need to scan.
6.2.1.8 The name of the output files: 1) Prefix+No. 2) Date and time

11



6.2.1.8.1 Choose name as "No.", then input the prefix of the filename in the "Prefix" box (cannot contain the
following characters\ / : * ? " < > |)
Created filename format: prefix +0001 increment
For example: the prefix is ASD, the created file name is ASD00O01.......
6.2.1.8.2 Choose name as "Date and time"
The output file name is named after the current computer time

6.2.2 Certificates

Documents Certificates Barcode Video ] Settings

Crop mode |Automatic crop v Effect |Origina| color Prefix | Pic_

B Trimming B Card merge Format |JF"G Mame |[}ate and time d |

6.2.2.1 Card merge
Click “Card merge” to combine the front and back of the card.

Card merge

Front

Click “Capture” to get the image of the front of the card, then turn the card back, and click “Capture” to get the image
of the back of the card. After capturing, the merge image will show on the output file list area.

6.2.3 Barcode

Documents Certificates Barcode Video OCR Settings

@ Barcode Crop mode | Automatic crop v | Effect | Original color v | Prefix | Pic_

@ QR code Scan mode | Manual - | Format |TxI.-JPG v | Name | Barcode number '|

6.2.3.1 Format (Barcode)
Click the drop down menu next to “Format” to choose “JPG”, “PNG”, “Image PDF”, “Excel-JPG”, “Txt-JPG”

6.2.3.2 Barcode
When the output format is “Excel-JPG” or “Txt-JPG”, click “Capture”, then can get an image and decoded
data of 1D barcode saving on Excel or Txt file.

6.2.3.3 QR code
When the output format is “Excel-JPG” or “Txt-JPG”, click “Capture”, the software will use the
image, decode the data of QR code, and save to an Excel or Txt file.

12



6.2.4 Video

Documents Certificates Barcode Video ] Settings

Source |Camera - Format | MP4 Prefix | Pic_

Fesfts - Neme [Dateand time -]

6.2.4.1 Source

Click the drop down menu next to “Source” to choose "Camera" or "Screen"

6.2.4.2 Format (Video)

Click the drop down menu next to “Format” (under the “Video” Tab) to choose "MP4", "WMV" or "AVI|"
6.2.4.3 Fps

Click the drop down menu next to “Fps” to choose the Fps of video

6.2.5 OCR (Optical character recognition)

Documents Certificates Barcode ; Settings

7.2.6.1 Language: Select the preferred language of the file you need to OCR.
7.2.6.2 Format: Select the output format as you need: Word, Excel, Txt or Pdf

=
7.2.6.3 Add file: Click the icon to add the file which you need to OCR

7.2.6.4 Select all: If you need to select and check all the files, please click the icon - to select all the

files.

7.2.6.5 Empty: Click the icon - to empty all the files

7.2.6.6 Export: Select and tick the file which you need to OCR, then click “Export” to output the OCR file
7.2.6.7 The user can move the file position up and down, flip the file direction, or delete the file which is not
needed.
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6.2.6 Settings
Click "Settings", then the following dialog box is displayed

Settings

M Camera sound No. {0000

~Storagepath — —— ——————
D:\Ilmages Browse  Open
JPG quality —‘

—'— 75%

Watermarking

M Add watermarking M Add time watermarking

Content ’MARK—| size [100 ~|
Font Transparency _. 100%
Font style H offset _. 100%
Color m V offset _. 100%

7.2.7.1 Camera sound

When the user checks the “Camera sound”, there will be a sound prompt when capturing

7.2.7.2 Storage path

The user can customize the save path for the output file

7.2.7.3 JPG quality

When the output file is JPG format, this user can compress the output file size. When choosing this option,
the file quality will have the corresponding loss, so please adjust according to the needed

7.2.7.4 Watermarking

When the user checks the “Add watermarking”, the software will add a watermark to the output file

In the dialog box, the watermark can be edited according to the prompts, such as content, font, transparency,
size, etc

When tick the “Add time watermarking” to use the default time watermark in the current computer time (year,
month, day, minute and second)

After settings, click [OK] to exit

6.3 Auxiliary functional area introductions

6.3.1 .Settings:

Click this icon, then the following dialog box is displayed
Video settings

~Definition adjustment

Brightness
Contrast
Exposure

-—

W Automatic exposure

Em

~Camera image merging
W Main secondary camera image merging

14



6.4

6.3.1.1 The device brightness/contrast/exposure/and other parameters can be adjusted. Please click “More”
to set the parameters

6.3.1.2 The main and secondary camera images are merged, which requires equipment support

The merge location can be moved, and the screen size of secondary camera can be adjusted. (Please note:
this scanner doesn’t support camera image merging function. It's only main camera, no secondary camera)

6.3.2 Rotate left:

Each click rotates 90° counterclockwise

6.3.3 Rotate right:

Each click rotates 90° clockwise

6.3.4 Zoom in:

Preview image zoom in

6.3.5 Zoom out:

Preview image zoom out

6.3.6 1:1

Preview image 1:1

6.3.7 Screen adaption:
The user can determine the best size for the preview image

(compress preview image to show all images within capturing range)

6.3.8 Focusing:

Need device support

6.3.9 Screen full:

Screen full preview image

6.3.10 Interface

This icon is at the top right. This tab shows the different interfaces that can be selected

Device information area function introductions
6.4.1 The device information area displays the current connected device, video format and resolution. The
resolution can be selected according to the selection requirements
6.4.1.1 Device
This is where the device name will be displayed
6.4.1.2 Format
This function supports the format of camera video
6.4.1.3 Resolution
You can select the image resolution before capturing

15



4416*3312
16001200
12807720
1280*960
19201080

2048%1536
640*480
2592*1944
4208%3120
Resolution |4416%3312

6.5 Output file list area introductions
6.5.1 After the user has customized the setting to their preference, click “Capture” to output file
6.5.2 The output file is displayed in the form of thumbnails in the list area. Right click to do the operation of

the output file
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7 General problems of device in use

Problem 1: The device can not connect with computer (the software can not figure out, no picture screen
displays on the device information area)

1) Make sure that the data cable is connect with the computer properly and the data interface of the
computer is normal (you can use a USB flash disk or other normal USB devices to check whether
the interface is normal).
2) Re-plug into other interfaces of the computer (if the computer is with a host, please plug the USB
cable into the USB interface of back panel of host)
3) Check whether the Device Manager has detected the camera
4) Check whether the camera is disabled on the Device Manager

Problem 2: The device is connected with computer, but no picture screen displays on the device information
area
1) Make sure that the software is correct
2) Make sure that the software is installed normally (you can try to install it again)

Problem 3: Unclear
1) Check whether the resolution is normal (the higher the resolution, the better the definition)
2) No shaking during capturing
3) Whether the camera is visibly dirty
4) Refocus

~— ~— ~— ~—

Problem 4: The fill light is not on or flash always
1) Please try to connect the scanner to the computer with USB cable again
2) Try to re-install the vertical rod

Problem 5: The main camera doesn't work
1) Check whether the camera is disabled on the Device Manager (if the camera is disabled, please
turn it on)
2) Try to re-install the vertical rod

17



